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AQUATRIM 10 ECONOSEAL SERIESPN

Design Features

General design & manufacturing : API 609 category A/BS 5155/MSS SP-67

Valve face to face dimensions : Short Wafer as per ISO 5752 Table 5

API 609 Category “A”

Top flange drilling : ISO 5211 part II

Valve Inspection and Testing : API 598

Flange standard conformity : ANSI 150, DIN PN6/10, JIS 5K/10K

: BS10 Table ‘D&E’ IS 6392 PN 1.6/1.0

Body : CI (Optional SGI / WCB / CF8/ CF8M)

Disc : SGI / CF8

Seat : EPDM / Nitrile

Shaft : AISI 410

Conformity to codes and standards

Technical Specifications

Seat liner extending on to the contact faces ensures perfect sealing and eliminates the use
of flange gaskets.

Unique triple sealing system for shaft sealing and prevents external substances from
entering the stem bore.

The thin profile, spherically machined and polished disc provides a very high Cv and
greater pressure recovery plus superior abrasion and erosion resistance in slurry or dry
media applications.

Afully universal body design ensures fitment of the valve between companion flanges of all
popular standards (viz.ANSI, BS, DIN, JIS, IS etc.)

A ten position notch plate and hand lever ensures locking of the valve in 8 intermediate
position and prevent over rotation of the valve. Hand lever lockable through pad lock kit,
allows the customer to lock the valve in the full open or closed position, tamper proofing the
valve.. By drilling a new hole in the top plate, the handle can be locked in mid travel.(This is
optional)

To ensure additional strength, body casting is made out of superior FG 260 grade cast iron.

Valve disc made of ductile iron instead of cast iron to withstand against possible water
hammer or pressure surges.

Shafts made of martensitic stainless steel to ensure maximum strength and torsional
rigidity.

cast

Standard Material of Construction

1. Valve type : Centric Disc Butterfly valve with a

single piece Rubber lined body

2. Body type : Short wafer (sandwiched between flanges)

3.Seat type : Integrally moulded with the body

4. End Connecting : Wafer Sandwiched

5. Size range : 40 NB to 300 NB

6. Pressure rating : PN 10

7. Operating temperature range : -25 C to 130 C (depending on MOC)

8. Seat leakage : Tight shut off

9. Operation : Handlever for sizes from 40 NB to 300 NB

0 0

( Gear operated optional)

Also Available

OFFICE: #6, Thandava Murthy Street, Royapuram, Chennai-600 013.
WORKS: #104-A, East Mada Church Street, Royapuram, Chennai- 600 013

OFF: 4205 2172, 2590 1646 WORKS: 4205 2173
WEBSITE: www.amcovalves.com

E-MAIL: amcovalves@yahoo.com / amcovalves@hotmail.com.
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